A zAPEL

M /zolatory wsporcze zeberkowe typu WZ
Low voltage post insulators type WZ

ZAKELADY PORCELANY ELEKTROTECHNICZNEJ ZAPEL S.A.

Czes¢ izolacyjna: porcelana elektrotechniczna C110 wg PN-EN 60672-3.
Insulator body: hard porcelain C110 acc. to EN 60672-3 /IEC 60672-3.

Szkliwo: biate.
Glaze: white.
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WZ-30 30 12 25 35 10 3 | 005 | 2025 —
WZ-45 45 16 35 55 18 3 | 015 | 2026
WZ-60 60 18 35 55 24 3 | 020 | 2027 j
WZ-70 70 | 23 55 85 28 3 | 060 | 2200 T !
WZ-75 75 | 20 | 4 75 | 30 3 | 050 | 2028 /
WZ-75/1 75 24 42 75 30 3 | 050 | 2028 1 |
WZ-90 9 | 22 42 75 35 4 | 060 | 2029 . % 3
WZ-105 105 | 25 42 75 | 40 5 | 070 | 2030 r1 :
WZ-120 120 | 26 50 90 50 5 | 110 | 2031
WZ-150 150 | 28 50 90 50 6 | 170 | 2032

M /zolatory wsporcze napowietrzne BIL 150 - 170 kV
Outdoor post insulators

Czes¢ izolacyjna: porcelana elektrotechniczna C130 wg PN-EN 60672-3.
Insulator body: hard porcelain C130 acc. to EN 60672-3 / IEC 60672-3.
Szkliwo: brazowe, szare lub biate. 350
Glaze: brown, grey or white.
Okucia: stalowe cynkowane zanurzeniowo. ~
Fittings: steel hot-dip galvanized.
Spoiwo: cementowe.
Cementing: portland cement. :
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OL150S | 225 | 120 | 455 | 40 | 150 50 30 | 2426 m12 I'
0oL 170 315 120 650 2,0 170 70 45 2485 245




